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› Flow rate up to 80L/min
› Head pressure up to 6 bar
› Float switch protection
› Power consumption 0.75kW
› Product Code: 1001539

› Adjustable start pressure 0.8 to 2.5 bar
› 3 piece union as standard 
› Pressure gauge as standard
› Dry running protection with auto 

restart
› Same water volume at diff erent start 

pressure
› Product Code: 1005160

› LCD display unit
› Energy effi  cient 
› Dry running protection 
› Excessively frequent starts
› Overcurrent protection 
› Product Code: 1005156

› 2L vessel 
› ¾” connection
› 10 bar working pressure
› Wras approved product
› Product Code: 1033556

› 8L vessel
› Stainless steel nipple 1”
› 10 bar working pressure
› Wras approved product
› Product Code: 1004918

› Flow rate up to 23L/min at 30mJ/cm2
› Flow rate up to 40L/min at 16mJ/cm2
› Plug and play
› Product Code: 1040015

› Flow rate up to 23L/min at 30mJ/cm2
› Flow rate up to 40L/min at 16mJ/cm2
› ULa violet disinfection 
› Odour removal
› Enclosed cabinet plug and play
› Product Code: 1019182

› Adjustable cut-in feature
› Range 1 to 5 bar
› Overfl ow protection (adjustable) 
› 2 L surge tank
› Dry running protection with auto 

restart
› Product Code: 1005165

2L vessel 

MULTIBOOST
Components

› Ball cock 6" arm 
› Size 1/2" 
› Product Code: 1005345 (HP)
› Product Code:  1021576 (LP)

› Adjustable arm length 
› 1” connection
› Product Code: 1004953

› Available for Slimline, Utility, 
Rectangular

› Product Code 270L: 1036647
› Product Code 300L: 1036648
› Product Code 500L: 1036649

› Flow rate up to 80L/min
› Head pressure up to 4.2 bar
› Float switch protection 
› Max liquid temperature 40oC
› Power consumption 0.55kW
› Product Code: 1001902 (c/w Float)
› Product Code: 1032994 (No Float)

Pedrollo Top Multi 2 Pedrollo NKM 2/4 GE-N Pump Wall Bracket Support

Steady Pres Presfl o Vario Presfl o Multi Comfort

Presfl o Surge Tank Pressure Wave Multi-Stage UV Filration

Integrated UV System Ball Cock High/Low Pressure Insulated Jackets (Foil)



19

Model Power m3/h 0 0.3 0.6 0.9 1.2 1.5 1.8 2.4 3.0 3.6 4.2 4.8 5.4 6.0 6.6 7.2 7.8

Product Code Single-phase kW HP AMP l/min 0 5 10 15 20 25 30 40 50 60 70 80 90 100 110 120 130

1029506* 2CRm 80 - N 0.37 0.50 2.2

H  metres

27 26 25 24 22.5 21 20 16.5 13 9 5 / / / / / /

1000259* 3CRm 80 - N 0.45 0.60 3.3 40 38 37 36 34.5 33 31 27 22.5 17 11 5 / / / / /

1000272* 4CRm 80 - N 0.55 0.75 3.8 52 50 49 47 44.5 42 40 34 28.5 22.5 16 10 / / / / /

1019163* 5CRm80 - N 0.75 1 5.5 67 66 64 62 59 56 53 44.5 37.5 29.5 20.5 12 / / / / /

1030752* 4CRm100 - N 0.75 1 5.8 50 50 49 48 47 46 45 42 39.5 37 34 30.5 26.5 22 17 11 5

*The declared performances are valid for liquids with density 1.0 kg/dm3 and kinematic viscosity 1mm²/s.  
  Pump & motor complete with Press Multi controller.

1030892** 3CR80 VSD230/3PH 0.45 0.60 2.5

H  metres

40 38 37 36 34.5 33 31 27 22.5 17 11 5 / / / / /

1030894** 3CR100 VSD230/3PH 0.55 0.75 3.4 38 37 36 35 34.5 33.5 33 31 28 26 23 20 / / / / /

1030895** 4CR100VSD230/3PH 0.75 1 4.5 50 50 49 48 47 46 45 42 39.5 37 34 30.5 26.5 22 17 11 5

Technical Characteristics

› Recently updated range with new design
› New improved hydraulic, even more reliable 

and with higher performance 
› Reduced energy consumption
› The most silent model in the centrifugal series

3/4/5CRm 80 Multi-Stage Centrifugal Pump

The CRm 80 Multi-Stage Centrifugal pump range is specifi cally designed for domestic water boosting applications.  With its low power 
consumption motor, this pump is extremely quiet in operation.  An additional fl ow control unit (Presfl o Multi) allows the user the option to 
change and control the cut-in pressure required for each application.  This unit also has a dry run feature in the event of the water supply 
system running dry with a time delay auto restart.  The unit also includes a 2 litre surge tank on the control unit which prevents the pump 
from cutting on and off  if there is a minor leak/drip, thus avoiding unnecessary starts and prolonging the life of the pump.  

 Connection Size

Inlet 1” BSP

Outlet 1” BSP

System Connections

Model dB(A) at 1m

3CRm 80 - N 53

4CRm 80 - N 54

5CRm80 - N 55

dB Rating

MULTIBOOST
Centrifugal Pump 

*Fixed Speed Controlled
(Adjustable)

**VSD Controlled

Multipack

EPS has designed a unique water boosting solution in 
the form of customisable slimline tanks. These tanks 
are constructed from WRAS approved material and are 
available in 50 Ls, 100 Ls and 200 Ls. 

Due to the large selection and availabillity of pumps and 
motors in stock,  these units can be designed and built 
specifi cally for individual applications especially where 
space is a premium.
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Assist Tanks
The Multiboost is a single pump booster set for cold water storage with capacity options ranging from 125L to 1000L.  By simply adding an 
additional 'slave' tank, water storage capacity can be increased.

Product Code Model HEIGHT LENGTH WIDTH

1019647 125L tank only 767mm 560 mm 490mm

Compact

Product Code Model HEIGHT LENGTH WIDTH

1012940 200L tank only 1190mm N/A 584mm

1005122 300L tank only 1580mm N/A 584mm

Slimline

Product Code Model HEIGHT LENGTH WIDTH

1005121 250L tank only 1033 N/A 760

1005123 500L tank only 1393 N/A 760

1028894 650L tank only 1083 1083 669

1005124 750L tank only 2113 N/A 760

Utility

Product Code Model HEIGHT LENGTH WIDTH

1036383 200L tank only 540 1106 475

1021215 270L tank only 456 1571 475

1070475 455L tank only 525 1765 580

Rectangular

Product Code Model HEIGHT LENGTH WIDTH

1016971 300L tank only 710 1045 665

1016972 500L tank only 800 1190 727

Product Code Model HEIGHT LENGTH WIDTH

1005125 1000L tank only 1444 1688 563

MULTIBOOST
Assist Tanks

Product Code Model HEIGHT LENGTH WIDTH

1040431 210L tank only 1211 570 512

Xilent



Naas, Co. Kildare

     045 843614

Mallow, Co. Cork

     022 31200

Ballyhaunis, Co. Mayo

     094 9633500

Mountrath, Co. Laois

     057 8732279

W  www.epswater.ie               W  www.multiboost.ie              E  info@epswater.ie

MULTIBOOST
Videos

MULTIBOOST
Downloads 

& Manuals


